CONTRACTOR NOTE

THE CONTRACTOR SHALL VERIFY TO HIS SATISFACTION ALL DISTANCES.
AZIMUTH, BEARINGS AND COORDINATES SHOWN ON THESE PLANS., PRIOR \
TO THEIR USE FOR ANY CHANNEL STAKE OUT, SHORE STATION LOCATIONS Mwmwﬂﬁwmmmwbw
FOR ELECTRONIC POSITIONING EQUIPMENT OR ANY OTHER DREDGING PURPOSES. Baltimore District
THE BALTIMORE DISTRICT CORPS OF ENGINEERS IS NOT RESPONSIBLE IN ANY WAY

FOR ANY DREDGING OR CONSTRUCTION PROBLEMS RESULTING FROM A FAILURE

OF THE CONTRACTOR OR SUBCONTRACTORS TO CONFIRM COORDINATES., DISTANCES
AND AZIMUTHS SHOWN ON PLANS PRIOR TO ANY DREDGING OR CONSTRUCTION.

SRICK KILEN CHANNeL GeUMe ITRY TIDAL BENCH MARK

TIDAL BENCHMARK 1S BENCH MARK 1091B.

121,000 | __dw o N e~ T N_ 121,069

BENCH MARK IS A STANDARD NOAA DISK STAMP 1091B 1981 e err==rmm

Wm%w% Awmmigmgng Om7fﬂﬁﬂﬁ‘MZm“ OWmi;Wq%w% RIGHT GEOMETRY THE BENCH MARK IS SET FLUSH IN A CONCRETE ROAD DIVIDER LOCATED ON MAIN STREET,

TWO BLOCKS FROM THE WATERFRONT ON THE EAST END OF THE ROAD DIVIDER, AND 52.0
FEET (15.8 M) SOUTH OF THE ENTRANCE TO THE L.FORBUSH & SONS HARDWARE COMPANY.

164727359.48 118878.61 O+000.00 1642420.372 118866.92 1e42477.1( 118855.22 BENCH MARK ELEV.IS 5.37' ABOVE MEAN LOWER LOW WATER FOR THE ('83-'01) TIDAL EPOCH
1642473.37 119451.84 O0+799.66 1642574.24 1196571.63 1642641.21 119680.89
1642352.45 11967 /1.37( 2+598.06 1640879.60 120253.65 1640896.33 120300. 77
1640862.687 120206.54

Appr. )

Date

NOTES:
1. STATIONS ARE AT 1000' INTERVALS.
2. THE INFORMATION DEPICTED ON THIS MAP REPRESENTS RESULTS
OF SURVEYS MADE ON THE DATES INDICATED AND CAN ONLY BE
CONSIDERED AS INDICATING THE GENERAL CONDITIONS
EXISTING AT THAT TIME.
3. VERTICAL DATUM: M.L.L.W., FOR THE '83 TO ‘01 TIDAL EPOCH.
4. HORIZONTAL DATUM: NORTH AMERICAN 1983 DATUM, MARYLAND
STATE PLANE COORDINATE SYSTEM.
5. SOUNDINGS WERE OBTAINED USING A TRIMBLE GLOBAL POSITIONING SYSTEM
AND AN ODOM DEPTH SOUNDER.
PROJECT DEPTH: 7 FEET.
CHANNEL WIDTH IS 60 & 120 FEET.
SURVEYED 22 MARCH 2007.
SHOREL INE MAPPING IS DISPLAYED AS A GENERAL REFERENCE SINCE
IT WAS COMPILED IN ACCORDANCE WITH THE NATIONAL MAP ACCURACY
STANDARDS FOR 1:24000 SCALE MAPPING.
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